NOTES: q £
1.0 ELECTRICAL SPECIFICATIONS: 2.0 FINISHING: MIDWEST MODEL NUMBER POWER (WATTS) ||— g
1.1 FREQUENCY RANGE: 1.0 to 4.0 GHz 21  GREY PER MIL—E—15090 TYPE II, CLASS 2 CPL—5221—XX—NNN—-79 COUPLING V' \NpuT | REF. | PEAK || oo ™
. OVER MIL—C—-5541 CLASS 3A B é
1.2 COUPLING: SEE TABLE MEETS MIL—F—14072 CPL—5221—06—NNN—79 6 +1.0dB 50 10 4000 = £
1.3 FREQUENCY SENSITIVITY: +0.6dB e @
. MEETS MIL=E=5400 CPL—5221—10—NNN—=79 | 10 +1.0dB 50 10 4000 |12 %
1.4 DIRECTIVITY: 20d8 MIN. 2.2 MARKING: MARK UNIT AS SHOWN '
1.6 INSERTION LOSS: D.6dB MAX CPL—5221—20—NNN—79 20 +1.0dB 50 50 4000 T
(EXCLUDING COUPLED POWER) 3.0 DIMENSIONS IN PARENTHESIS ARE — N
1.7 POWER: SEE TABLE IN MILLIMETERS.
1.8 RF IMPEDANCE: 50 OHMS E
1.9 WEIGHT (MAX): 10.4 oz - <
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- O TOLERANCES ARE: Ec?ﬂgiEr:e;Irh?n 'miosrmdﬂon
2| | Y/ e 3 PLACE DECIMALS 005 drawing is proprietary DIRECTIONAL COUPLER
% (=) 9 CPL—5221—XX—NNN-79 2 PLACE DECIMALS .02 and must not be used
o|wlg FREQ. 1.0—4.0 GHz without the permission
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