
BOTTOM PANEL
 

FRONT PANEL (SATIN BLACK)
 

ASSEMBLY - REAR VIEW EXPLODED
 

ASSEMBLY - SIDE VIEW EXPLODED
 

DETAIL  A
 

Replacement Screws 1421J6
Replacement Rubber Feet 1421T9

1426Q / 1426Q-B

Screws / Feet
Screws      4 - 6-32 x 1/4 self tapping
Feet          4 - Self Adhesive Rubber Feet

1426Q - Case/Rear Panel Off W hite
1426Q-B - Case/Rear Panel Satin Blue
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261.42 mm
[10.292 in]

146.05 mm
[5.750 in]

200.43 mm
[7.891 in]

222.25 mm
[8.750 in]

137.08 mm
[5.397 in]

137.08 mm
[5.397 in]

274.65 mm
[10.813 in]

256.39 mm
[10.094 in]

1.63 mm
[.064 in]

177.80 mm
[7.000 in]

298.45 mm
[11.750 in]

279.40 mm
[11.000 in]

130.71 mm
[5.146 in]

31.75 mm
[1.250 in]

11.11 mm
[.438 in]

5.46 mm
[.215 in]

R3.18 mm
[.125 in]

277.01 mm
[10.906 in]

1.83 mm
[.072 in]

11.52 mm
[.454 in]

247.65 mm
[9.750 in]

247.65 mm
[9.750 in]

211.14 mm
[8.313 in]

12.70 mm
[.500 in] 177.80 mm

[7.000 in]

261.94 mm
[10.313 in]

298.45 mm
[11.750 in]

22.23 mm
[.875 in]

6.35 mm
[.250 in] 3.18 mm

[.125 in]

12.70 mm
[.500 in]

9.00 mm
[.354 in]

Enclosures can be Factory Modified ( Milling, Drilling, Printing etc. )
Contact Factory mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES.

274.64 mm
[10.813 in]

139.70 mm
[5.500 in]

138.00 mm
[5.433 in]

6.35 mm
[.250 in]

n3.00 mm
[.118 in]

n5.54 mm
[.218 in]

n3.00 mm
[.118 in]

n5.54 mm
[.218 in]

n3.00 mm
[.118 in]

1426Q/1426Q-B

99.90 mm
[3.933 in]

64.30 mm
[2.532 in]

7.53 mm
[.296 in]27.38 mm

[1.078 in]


